
EVEN BETTER ACOUSTICAL BOARD

25 mm (1") OR 40 mm/39mm (1,5")

EVEN BETTER BOARD ADHESIVE

EVEN BETTER ACOUSTICAL COATING

EVEN BETTER ACOUSTICAL PLASTER

APPROX. 3mm (1/8") THICK

50mm (2") SELF-ADHESIVE MESH TAPE

PRIMER

TRIMLESS RECESSED LIGHT FIXTURE

W/ ADJUSTABLE HOUSING THAT HAS

A 1/8" FLANGE (BY OTHERS)

LIGHT BULB AND REFLECTOR INSERT TO BE

INSTALLED AFTER COMPLETION

GWB (BY OTHERS)

DRYWALL CEILING GRID (BY OTHERS)

PLASTER FLANGE SCREWED TO

LIGHT OPENING AFTER ACOUSTICAL

BOARD IS INSTALLED

A

A (2:1)

Trimless Recessed Can Light

Fully Adhered System Fellert Even Better

DETAIL:

DETAIL NO:

DATE:

DOC. NO:

VER:

Styjl AB

Kyrkängsgatan 6 SE-503 38

Borås

Phone: +46 33 430 22 00

Email: info@styjl.com

web: www.styjl.com

2021-05-03

SU12021059

1.0


	Sheets and Views
	Layout1


